Is sleep apnea-hypopnea index relevant for impaired brain perfusion and desaturation in patients with severe obstructive sleep apnea syndromes?
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Methods
Frequency-domain multi-distance (FDMD) near-infrared spectroscopy (NIRS) 
FDMD-NIRS (Imagent, ISS, Champaign IL, USA) measurements were conducted over the middle of left bicep muscle. Its light emitters, four laser diodes at 690-nm wavelength and four laser diodes at 830-nm wavelength were coupled into four light sources and were high frequency modulated at 110 MHz. The light can penetrate into the measured tissues with a depth of several centimeters when the four light sources were aligned and placed at 2 cm, 2.5 cm, 3 cm and 3.5 cm away from an optical fiber bundle connected to the photomultiplier tube detector.
Like other non-invasive optical methods measuring hemodynamic changes in human tissues such as photoplethysmography and other NIRS techniques (e.g., continuous wave NIRS), the basic principle of FDMD-NIRS is the modified Beer–Lambert law (MBLL) [1, 2]. In the original Beer–Lambert law the light extinction (i.e., the logarithm of the ratio of incident versus measured light) is proportional to the concentration of the absorber multiplied by the constant extinction coefficient for the particular absorber and the source-detector distance when light passes through a non-scattering but absorbing media [3]. However, biological tissues are highly scattering media and scattering will increase the path-length of light, increasing the probability of both light absorption and loss of light. Thus in MBLL the light attenuation due to scattering is taken into account by introducing the differential path-length factor (DPF). The real path-length of light in the media is then calculated as DPF multiplies the source-detector distance. DPF varies between different biological tissues and different individuals, and it also depends on other factors like light wavelength, age and gender [4, 5]. Its value increases with increasing scattering (i.e., the light can travel longer pathway in the tissues) and decreases with increasing absorption (i.e., the light is more likely to be absorbed soon after entering into the tissues) [6]. Thus DPF can be calculated using the following equation [4]:
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where  is the absorption coefficient and   is the reduced scattering coefficient of the measured biological tissue. Currently the majority of the commercially available NIRS devices are based on the simple continuous wave NIRS technique [5], in which the DPF uses a fixed value in the range of 3 to 6 because they cannot measure . Thus these devices can only estimate the relative changes in the main absorbing chromophores in the measured biological tissues which are oxygenated hemoglobin (HbO2) and deoxygenated hemoglobin (HHb). Our Imagent system is currently the only commercially benchtop FDMD-NIRS device than can measure both the and   in the measured tissues [6-8]. As illustrated in Fig.1, the light emitted from light source can be detected by detectors placed at different distances away from the source. The light intensity and modulation amplitude of the detected light decrease and phase delay occurs between the detected light and the source light due to the absorption and scattering. The detected light intensity and modulation amplitude are smaller but the phase delay is larger at the detector further away from the light source. The measured light intensity (), modulation amplitude () and phase delay ( ) from different light source-detector distances actually vary linearly [6, 7]. Therefore, to submit the measured,  and  to linear regression we can obtain the following equations derived from photon diffusion equation in a semi-infinite geometry [6, 8, 9]: 
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Where  is the known source-detector distance, ,  and are the slopes and , ,  are the intercepts. The linearity of the measured light signals is monitored by the R2 of the fitted linear regression. Combing any two of these three slopes (e.g., we chose and  in the following equations) we can calculate and  of the measured tissue [6, 8, 9]:
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where   is the modulation frequency and  is the velocity of light in the tissue.  and  of both wavelengths can be calculated individually using the same equations (5) and (6). The DPF of the two wavelengths thus can be calculated using equation (1) and then the absolute values of HbO2 and HHb can be derived with the MBLL [1, 2, 6, 7]. The StO2 is then calculated as:
                                                       (7)
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Figure 1. Frequency-domain multi-distance near-infrared spectroscopy measurement. The blue sine wave is the high frequency modulated light source. ,  are its light intensity and modulation amplitude. The two black sine waves are the detected output light after travelling through the measured tissues. They are detected by detectors 1 and 2 placed at different distances away from the light source. The light intensities and modulation amplitudes of the two black sine waves are smaller than the ones of the light source and their phases are delayed, because of the absorption and scattering in the tissues. Detector 1 is closer to the light source than detector 2. Therefore, the light intensity  and modulation amplitude  detected at detector 1 are larger than the light intensity  and modulation amplitude  detected at detector 2. The phase delay  at detector 1 is smaller than the phase delay  at detector 2 because the light reaching detector 2 has travelled longer distance in the tissue. Similarly the light intensity and modulation amplitude will be further decreased and the phase delay will be further increased at the other detectors placed further away.
FDMD-NIRS system is currently well recognized as the most robust and reliable reference commercially available NIRS technology [7, 10, 11], considering its sophisticated mathematical frameworks calculating  and  that can best estimate the real light propagation distance in the measured tissues based on derivations of the diffusion equation in complex geometries. The Imagent system used in this study has been approved by CE mark for research and its robustness, precision and accuracy of measuring HbO2/HHb/StO2 have been well validated in different physical blood-lipid models [6, 11, 12] and in vivo studies [13-15]. It has been used as a gold standard reference measurement of StO2 for the validations or calibrations of wearable [10] and portable [11, 16] NIRS oximeters such as the ones received FDA approval including INVOS 5100C (Medtronic, Dublin, Ireland)[17], FORE-SIGHT (CAS Medical Systems; Branford, CT, USA)[18] and SenSmart (Nonin Medical Inc., Plymouth, MN, USA)[19] .  
Pre-processing of FDMD-NIRS signals 
[bookmark: _GoBack]Before the start of every recording in the patients, the NIRS device was calibrated on optical phantom blocks. The reliability of FDMD-NIRS measurement depended on the linearity of the raw optical signals on distances, i.e., the linear dependence R2 of modulated light amplitude and phase shift over the measure distances should be highly close to 1 in each light wavelength. The raw optical data were discarded if the R2 was smaller than 0.95 in either modulation amplitude or phase shift in any wavelength. This step can exclude the poor quality data arising from improper probe-skin contact and the shunted light reaching the detectors without travelling through the tissue. Then the NIRS data were subjected to a low-pass (<0.08 Hz) zero-phase filter designed using Hanning window to remove the physiological noises including heart rate, respiratory noise and spontaneous slow hemodynamic oscillations[20, 21]. The filtered data were smoothed with moving average smooth method (robust locally weighted scatter plot smoothing [20, 22]). The StO2 values smaller than 30% or larger than 90% were discarded to exclude the potential movement artifacts or unreliable recordings, considering that the normal NIRS StO2 baseline value is between 50% and 80% [23, 24] and a drop up to 13% in StO2 is possible in some patients with brain dysfunction[25]. The whole event was excluded from further analysis if more than 20% of the data were discarded. In each patient if the mean BV of the event was more than three standard deviations away from the mean BV of all events, this event was defined as outlier and was excluded from further analysis.
Results
The results of LMM and stepwise regression in native sleep apnea/hypopnea events at baseline without CPAP
We used the same LMM and stepwise regression approach to further test if the result that the duration of events was the most significant predictor of changes in cerebral perfusion and desaturation in native sleep apnea/hypopnea events (i.e., at baseline without CPAP). The results of the final model for CV-BV and de-StO2 were summarized in e-Table 1 and e-Table 2 below, respectively.
1). The duration of the events and the types of events were the most significant predictors in both models after controlling the other covariates: longer events caused larger changes in cerebral perfusion and desaturation, and obstructive apneas triggered larger changes in cerebral hemodynamics than hypopneas.
2). The mean HR during the events and sleep positions were significant covariates influencing the changes in cerebral perfusion. 
3). Baseline StO2 before the events was not a significant predictor for changes in cerebral perfusion at baseline but it was still significant for the cerebral desaturation (e-Table 2), which probably could be explained by the sleep initiation mechanisms that play an important role in cerebral perfusion in the first 1-hour baseline sleep. Our previous study showed increased cerebral perfusion after sleep onset using NIRS [26], suggesting that cerebral vasodilation may be a universal phenomenon at sleep onset process that is independent from (or less associated with) cerebral StO2. 
4). Sleep stages did not influence changes in cerebral hemodynamics any more at baseline, which could be explained by the fact that in the first hour of sleep the patients rarely have REM sleep. 

e-Table 1. The outcomes of the model of the CV-BV changes at baseline without CPAP.
	
	Estimate

	Std. Error
	t-value
	P-value

	Duration of events
	0.01
	0.0023
	4.48
	<0.0001

	Mean HR within events
	-0.0035
	0.0015
	-2.27
	0.024

	Apnea-Hypopnea
	0.33
	0.046
	7.213
	<0.0001

	Sleep positions

	Right side
	0.14
	0.096
	1.48
	0.13

	Supine
	0.289
	0.083
	3.46
	0.0006


HR: heart rate. Sleep on left side is the reference for sleep on right side and on supine position. The conditional R2 and Ω2 of the model for CV-BV were 0.73 and 0.66, respectively.

e-Table 2. The outcomes of the model of the StO2 changes at baseline without CPAP.
	
	Estimate

	Std. Error
	t-value
	P-value

	Duration of events
	0.043
	0.0054
	8.04
	<0.0001

	Baseline StO2
	-0.071
	0.019
	-3.72
	0.00022

	Apnea-Hypopnea
	0.42
	0.11
	3.98
	<0.0001


The conditional R2 and Ω2 of the model for CV-BV were 0.86 and 0.76, respectively.
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