General model specification

In the present report, the following model was used to assess the relationship between the

aggregated case count of SARS-CoV-2 infection and covariates, accounting for spatial effects:

Y ~Pois(Ay) (1)
logD) =pu+XB+¢ (2)
dIW, 72, p~N(0; T2 [pW + (1 — p)Ik]™) (3)

With 4 the vector of 4, the expected count for unit k, 8 the vector of covariate parameters
of length p, X the covariate matrix of dimensions p X K, k € {1, ..., K} index of a given spatial unit,
¢ element k of ¢ the vector of random spatial effect, wy; row of W the spatial weight matrix of
dimensions K X K, T2 the variance weighting parameter, p the spatial correlation coefficient, Iy the
identity matrix. In the present report, we refer to the X8 component as the covariate component,

and ¢ as the spatial effect component.

Fixed effects formula

The X component introduced in Equation 2 in the main body of this report can be detailed

as such, for one spatial unit k:

XB = B, In(population) + B, In*(population) + B3 In3(population) + B, In*(population)
+ Bs In®(population) + g I(population.density.index = 1)
+ B, prop. migrant. indiv + g prop.unemployed. indiv
+ Bg prop.indiv. living. alone
+ B0 prop.indiv.working. outside.residency.town
+ 11 prop. indiv. going.work. by.car + B, prop. families. without. child
+ [13 prop.car.ownership + 14 prop.indiv.under. high. school. diploma

+ B15 prop. overcrowded. homes

The choice of a degree 5 polynomial link between the logarithm of the population-at-risk and
the logarithm of the expected number of cases was to attain a complete fitting with no functional

form remaining for this specific variable and improve the estimations regarding the other covariates.

Conditional autoregressive spatial effect

The Equation 3 in the main body introduces the prior for the CAR random effect as a
multinomial law with a variance-covariance matrix equal to t2[pW + (1 — p)Ix]™*. This random
effect can also be specified in a conditional form, as ¢, |¢p_; with j € =k ={0,1,..,k— 1,k +
1, ..., K} designating respectively a unit j which is not the unit k and —k the set of indices of all units

except k.
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Spatial weight matrix
Each cell wy; of the spatial weight matrix W of dimensions K X K represents the proximity

between a unit k and all others units j € —k with regards to the random spatial effect. Each wy; was

computed using an inverse travel-time metric as such:
1
Wi = r, tgj < 60
kj kj
0, otherwise
*
Wi = Vi
kKj = v
L Xj Wi

with ¢ ; the travel time in minutes between the centroids of unit k and unit j. This provided a total
normalized weight matrix W where all row sums are distributed around 1 and symmetry is
preserved, which is a computational constraint of the package CARBayes. This also allows a
moderately homogeneous interpretation of the parameter t2 which must be interpreted for each

spatial unit k with respect to the respective W row sum: ¥, jec_j wy;.

Travel time between centroids was computed using the Conveyal R5 routing engine (1-4),
interfaced with R software through the r5r package (5). Three modes of travel were considered to
assess a minimal travel time: bicycle, car, and public transit of all type. The OpenStreetMap
geographic dataset was used to provide relevant network information to the travel time matrix

computing (6).

Performance metrics
The McFadden pseudo-R? is defined as:

log L(M;)

log L(M,)

with M; the evaluated model, M; the reference model for computation, and L the estimated

likelihood.

The Moran’s | index quantifying the residual influence of units j € —k upon unit k is

computed following the equation:

__ K Y XjWij (€ — €)(gj — €)
Xk 2j Wi Yk Xjle — €7

with €, the Pearson standardized residuals.
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