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Table S1. H1N1 titer recovered from contaminated face masks with and without exposure to ozone gas.
	Treatment of face masksa contaminated with H1N1b
	Recovered virusc
(log TCID50c ± S.D.)

	None
	5.7 ± 0.6 (n=3)

	Ozone gas (120 ppmd, 5 min)
	0.3 ± 2.2 (n=3)


[bookmark: _Hlk38808018]a Samples (30 mm × 35 mm in size) were cut from face masks (Kleenguard®; product number Y2-44015, Kimberly-Clark Worldwide, Inc., Irving, TX, USA) with 3-layers filtering. The front side was sprayed with about 250 μL of a H1N1 strain (A/California/04/2009) culture (about 6.7 log TCID50 per mL) and dried at room temperature for 15 min in a biosafety cabinet before exposed to ozone gas.
b The H1N1 culture was provided by the Korea Research Institute of Bioscience and Biotechnology (KRIBB; Daejeon, Korea). It was titrated in Madin–Darby canine kidney (MDCK) cells to determine the 50% tissue culture infective dose (TCID50) by the Reed and Muench method.1 MDCK cells were maintained in Dulbecco’s modified Eagle medium (DMEM; Therem Fischer Scientific, Waltham, MA, USA) containing 5% fetal bovine serum (FBS) (Sigma-Aldrich, St. Louis, MO. USA). 
c Virus particles on the samples were collected by washing the sample surface with 5 mL of PBS (phosphate buffered saline, pH 7.4) and measured using Madin–Darby canine kidney (MDCK) cells.
d The ozone concentrations produced by the DBD plasma generator were measured via UV absorption spectroscopy.2
n: sample number.












Table S2. Viability of Gram-positive bacteria Staphylococcus aureus obtained from contaminated face masks with and without exposure to ozone gas.
	Treatment of face masksa contaminated with H1N1a
	Viabilityc (log CFU ± S.D.)

	None
	5.2 ± 0.4 (n=6)

	Ozone gas (120 ppm, 5 min)
	0 (n=6)


aSamples (30 mm × 35 mm in size) were cut from face masks (Kleenguard®). The front side was sprayed with about 250 μL of S. aureus culture (about 8.4 log CFU per mL) and dried at room temperature for 15 min in a biosafety cabinet before exposed to ozone gas. 
bS. aureus (ATCC 29213) was cultured in Mueller Hinton Broth (MHB) at 37 °C and 200 rpm for 18 h until OD600 reached 1. The bacterial number of each culture was enumerated using the standard colony counting method3 and bacterial cells at about 8.4 log colony forming unit (CFU)/mL were also prepared using phosphate-buffered saline (PBS, pH 7.4).
[bookmark: _Hlk38809543]cBacterial cells on the samples were collected by washing the sample surface with 5 mL of PBS (pH 7.4) and measured using the standard colony counting method. 





















Table S3. Quantitative reverse transcription polymerase chain reaction (qRT-PCR) in washing solutions obtained from the contaminated face masks with/without the ozone gas exposure. 
	Treatment of face masksa contaminated 
with H1N1 influenza A virus
	Ctb valuec (mean ± S.D.)

	None
	28.2 ± 0.5 (n=6)

	Ozone gas (120 ppm, 5 min)
	27.6±1 (n=6)


a Samples (30 mm × 35 mm in size) were cut from face masks (Kleenguard). The front side was sprayed with about 250 μL of a H1N1 strain (A/California/04/2009) culture (about 6.7 log TCID50 per mL) and dried at room temperature for 15 min in a biosafety cabinet before exposed to ozone gas.
b cycle threshold (Ct) is defined as the number of cycles required for the fluorescent signal to exceed the background signal level (threshold). n: sample number.
c After the treatment, the virus particles on the cuts were collected by washing the cuts with 5 mL of PBS. qRT-PCR was performed using StepOneTM Real-Time PCR system (Applied biosystems, CA, USA) and MG 2X One Step RT-PCR SYBR® Green Master Mix reagents (Cancer Rop Co Ltd., Seoul, Korea). The HA gene was amplified for the H1N1 using a forward primer (GAGCTCAGTGTCATCATTTGAA) and reverse primer (TGCTGAGCTTTGGGTATGAA) with an amplicon size of 173 bp (Bioneer, Daejeon, Korea).4,5 The fluorescence intensity was measured within a range of 60°C to 95°C at a 0.2°C/sec. The thermocycler conditions were: reverse transcriptase at 50°C for 30 min and initial denaturation at 95°C for 5 min followed by 45 cycles of denaturation at 95°C for 15 s, annealing at 52°C for 30 s and extension at 72°C for 30 s. To confirm that the target amplicon was properly formed, melting curve analysis was performed.














Table S4. qPCR of S. aureus in washing solutions obtained from the contaminated face masks with/without the ozone gas exposure. 
	Treatment of face masksa contaminated with S. aureus
	Ct valueb (mean ± S.D.)

	None
	28.9±0.4 (n=6)

	Ozone gas (120 ppm, 5 min)
	32.6±1.6 (n=6)



a Samples (30 mm × 35 mm in size) were cut from face masks (Kleenguard®). Their front side was sprayed with about 250 μL of S. aureus culture (about 8.4 log CFU per mL) and dried at room temperature for 15 min in a biosafety cabinet before exposed to ozone gas. 
bQuantitative PCR (qPCR) was performed using StepOneTM Real-Time PCR system and iQTM SYBR® Green supermix (Bio-RAD, CA, USA). The primers used to amplify a 207 bp amplicon size based on the nuc gene of S. aureus were (ACACCTGAAACAAAGCATCC) for the forward primer and (TAGCCAAGCCTTGACGAACT) for the reverse primer (Bioneer, Daejeon, Korea).6 The thermocycler conditions were initial denaturation at 95°C for 10 min followed by 45 cycles of denaturation at 95°C for 15 s, annealing at 56°C for 30 s and extension at 72°C for 30 s. To confirm that the target amplicon was properly formed, melting curve analysis was performed. The fluorescence intensity was measured within a range of 60°C to 95°C at a 0.2°C/sec.
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Figure S1. LB agar images of S. aureus colonies collected from the contaminated masks (Kleenguard®) with and without ozone gas exposure (120 ppm) for 5 min.
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Figure S2. Voltage and current profiles when the plasma is turned on. A dielectric barrier discharge (DBD) plasma generator consists of a DC power supply, a high-voltage, high-frequency generator (GBS Elektronik Minipuls 2.2), and two electrodes that are separated by a 1 mm-thick alumina dielectric barrier. Each of the electrodes were made of perforated stainless-steel plate and aluminum tape, and they were shaped in a circle with diameter of 4.3 cm and a rectangular with 6 by 5 cm. The discharge plasmas were produced at only one side (i.e., the perforated plate) along the rims of the holes at which the strength of the electric field becomes highest. The dielectric barrier allows electrons and ions to be cumulative onto the surface, and these charges compensate for the electric field, preventing the plasma from transitioning from non-thermal to thermal plasma. Thus, in order to produce the plasma steadily, the polarity of the electric field was switched repeatedly. In the experiments, the applied voltage was sinusoidal with Pk-to-Pk voltage of 8.4 kV and the frequency of the alternating voltage was set to be 5.8 kHz. The power was maintained at 10 W by adjusting the duty cycle, the percentage of a period in which the voltage is exerted, to be 38.8% (Figure 3). The measured current is the total current, i.e., the sum of the displacement and conduction currents. The majority of the current is the displacement current, and the conduction current is responsible for the little dents and peaks in the curve. The plasma was turned on for 1 min for every 4 mins to prevent any damage from thermal heating. 
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